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Program

e Overall project guidance framework
* Process guidance

* Design guidance and criteria

* Design standards framework
* Federal oversight

* Design documentation and design exceptions



* A brief history of MHD/MnDOT design policy

 Specifics on some design criteria
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Process, Guidance & Standards Frameworks




Process and Desigh Guidance Framework

Process Guidance Design Guidance

Transportation Project MnDOT’s suite of manuals
Development Process (TPDP)



Design Guidance Framework




National Design Standards Framework

By Federal rule,
the AASHTO
Green Book is
adopted as the
design standard
for the National
Highway System.

National Highway System



National Design Standards Framework

National Highway System (NHS)
States are bound by the federal
(Green Book) standard

Non-NHS

States have flexibility to adopt their
own standards
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Controlling Criteria for Design

High-speed roads Low-speed roads

Design Speed Design Speed
Lane Width

Shoulder Width
Horizontal Curve Radius
Superelevation Rate
Stopping Sight Distance
Maximum Grade
Normal Cross Slope
Vertical Clearance

10 Structural Capacity 10 Structural Capacity
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MnDOT Design Standards Framework

e MnDOT applies the same set of standards to NHS and
non-NHS highways

* Critical Design Elements—the 10 federal controlling
criteria

e Formal design exception process, administered by the
Geometric Design Support Unit

e Other than projects designated as full-Federal oversight,
approval authority delegated to the State Design Engineer

 General Design Elements—everything else

 Informal design exception process
e Justification documented in the design office
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Formal Design Exceptions
Dassggn SVaevdanrds Borm
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Design Policy History




“Then one day in 1957,
there appeared in the
Highway Department a
modest little gray, paper
bound booklet titled
‘Training Manual.””
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Originally issued
circa 1961



1982 revision and re-publication

* Four-year project, from 1978 to 1982
e Consultant aided

e Based in part on in-progress drafts
of the first edition of the AASHTO
Green Book (1984)
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Move toward new flexibility

2009

* Flexible design forum
e Advanced flexibility course

2010-12

e “13CC” project

 With few exceptions, aligned
MnDOT design values with the
AASHTO Green Book
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Performance-based practical design implementation

PBPD guidance document

January 2018
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Facility Design Guide project

Complete infusion and
integration of:

Performance-based
practical design

Complete streets

Context sensitive desigh &
solutions

Context zone classifications

Safe System
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Design Element Discussion




Dimensional (Green Book / FDG)

Rural lane and shoulder widths

Functional Performance

Minimum Shoulder Widths 1707 n s appnosoin it
Functional For Specified Design ADT (ft) s
Classification Under 400 to Over S
400 2,000 2,000 §=7
2 Graded | 4 Graded | 6 Graded o
Collector £
1 Paved 2 Paved 3 i 10-t lanes
Arterial 4 Usable | 6Usable | 8 Usable .
rteria 2 Paved 2 Paved 2 Paved <
110
Notes: 105 11-filanes
P 100 B . 100 12tlanes
» Values are for open-drainage (non-curbed) 500 1,000 1,500 2,000 2,500

roadways. If curbs are present, refer to “CRITERIA
FOR CURBED FACILITIES™

Usable and graded shoulder widths are defined in
Exhibit 4A-4.

Where safety edge is constructed, the definition
of paved width differs depending on material type.
Safety edge is described further in Section 4A.14.
Where accommodating bicycles on the shoulder,
provide a minimum paved width of 4 feet, exclusive
of rumble strips.

Where roadside barriers are present, provide a
minimum offset of 3 feet from the traveled way to
the face of barrier, wherever practical.

Other factors described in this Chapter 4 may
warrant consideration of other widths.

Average Daily Tralfic Volume (veh/day)
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Urban and suburban lane widths

1984 AASHTO Green Book

10 to 12-foot lane width
standard initiated




Urban and suburban lane widths

Standard Travel Lane Widths

Facility Design Guide

Freeway 12

- o 4= Design standard

« Lane widths do not include shoulders or curb
reaction dimensions.

+ See table below for recommended widths for
non-freeways.

Recommended Trave| Lane Widths for Non-Freeways

Design Target Speed / Recommended Travel

Class | Design Speed (mph) Lane Width (ft)

[ J [ J
20 20-25 10 | d
4em Guide value recommendations
30 30-35 10-11
40 40-45 "
50 50-55 1-12
60 60 12
Notes:

+ See the following page and Section 4A.4.4.3.2 For recommended values that are presented
for additional guidance on lane widths. as ranges, begin design consideration with

+ Lane widths do not include shoulders or curb the lower values, and adjust up or down

reaction dimensions.
« Consider 12 feet in industrial areas.
« Use 11 feet minimum on four-lane undivided facilities.

based on project-specific factors.
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Urban/suburban minimum radius & superelevation
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eadlight sag curve criterion

Sag vertical curvature

Facility Design Guide

Bases for sag VC length:
e Comfort

* Appearance

* Drainage
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Questions

Jim Rosenow

james.rosenow@state.mn.us

651-366-4673
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